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WEIR COMMERCIAL BODIES 


FOR ALL PURPOSES 
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Not always cheapest in the start, 
but always cheapest in the end 


45th & Cuming Street Omaha, Nebraska 
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Directions for Ordering 


When ordering cabs or bodies give 
make, model and size of chassis and if pos- 
sible send the manufacturers’ diagram giv- 
ing dimensions, 


Painting 


All bodies and cabs are painted light 
brewster green with appropriate striping 
unless otherwise ordered. On orders for 
ten or more we will paint any color desired 
without extra charge. 


Lettering at a reasonable additional 
cost. 


Sizes and Weights of Universal Series 
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Widths 42 42 42 | 54] 54 60 | 60 | 
Lengths 96 118 | 130 | 130 | 142 06 | 30 | 
= x ue 6 ieee 
= €\% &|& 3/3|8|2 
= 3 |3 3 3 
E gs |E | ele |e |e 
No. 10 | 260 | 380 | 410 330 | 360 | 410 | 4 
No. 20 | 450 | 475 | 370 | 470 | 495 410 | 435 | 485 | 5: 
No. 35 | 215 | 235 | 155 | 225 | 245 180 | 205 | 235 | 25: 
No. 36 | 100 | 110 | 120 100 | 110 | 120 | 13! 
No. 37 | 180 | 190 | 200 180 | 190 | 200 | 21 
No. 38 275 | 295 | 235 | 290 | 310 | 275 | 300 | 3: 
No, 39 180 [ 200 | 160 | 220 | 235 1 205 | 235 
No. 41 255 | 375 | 290 1 375 | 395 | 340 | 395 
No. 42 240 | 265 | 280 | 240 | 240 


For sizes and weights see page 3. 
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No. 10 Platform. Weir Universal Series 


No. 10 platform is used in connection with all of the combinations from No. 20 
to No, 42 inclusive and the principal features are covered by patents. It is construct- 
ed of thoroughly seasoned and kiln-dried lumber. Sills and cross sills are of oak 
and floor of tongue and grooved fir. The edges are bound with angle iron and floor 
protected by steel wearing strips. The sills are attached to cross sills by means of 


specially formed steel plates that make a substantial brace as well as a fastening. 
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No. 20 Sides and No. 10 Platform. Weir Universal Series 


No. 20 adjustable sides shown in cut above are in grain tight position. Body 
can be changed to stock rack in two minutes. Works freely and is uneffected_ by 
weather. It always maintains grain tight joints as the steel channel which is screwed 
to the under side of each section fits over the section below making a tongue and 
groove joint. he slats are of thoroughly seasoned oak, stakes are steel and all thor- 


oughly ironed. 


For sizes.and weights see page 3. 
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For sizes and weights see page 3. 


No. 20 Sides and No. 10 Platform. Weir Universal Series 


No. 20 Adjustable sides as shown in above cut are raised for hauling live stock 
or loose hay. All that is necessary to make this grain tight is to release the latches 
on sides and ends. The stakes are of channel steel which gives the greatest amount of 
strength for least weight and are provided at the lower end with a bolt which secures 


them rigidly to the platform and yet can be quickly removed. 
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No. 35 Express Sides and No. 10 Platform 
Weir Universal Series 


Note method of bolting stakes to No. 35 Express sides are extremely rigid and substantial with oak flare boards 


platform. and 12-inch gum or spruce sides, and chain end gate, all thoroughly ironed and 


SHOWING REAR VIEW OF NO. 20 BODY AS A STOCK 
RACK, WITH END GATE RAISED FOR 
LOADING HOGS 


braced. This, as all the other Universal series, can be removed from the platform, in 
a few minutes so as to leave a flat topped dray or it can be changed for any other of 
the Universal sides. 


SECTIONAL VIEW OF OUR NO. 20 BODY 
CONSTRUCTION. 


For sizes and weights see page 3, 
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No. 36 Top Side Board, No. 35 Express Sides and 
No. 10 Platform. Weir Universal Series 


No. 36 top boards for use with No. 35 express sides are 10 inches high and set 
on top of the regular flare boards. The end gate is full height and fits inside of the 
chain end gate. The stakes are our regular channel steel, these sides are quickly put 
on or removed. 


No. 3614 top boards are the same as shown above except that they are placed 
directly on top of side boards and not on top of flare boards, and are 12 inches high. 


For sizes:and weights see page 3. 


No. 37 Rack, No. 35 
Sides and No. 10 
Platform 


Weir Universal Series 


No. 37 rack is designed for live 
stock or bulky articles and is to 
be used on No. 35 express sides. 
The slats are of oak with stes! 
stakes. The rear end gate has 
sliding door for loading hogs er 
sheep. 

No. 3714 rack same as above 
except that it is placed directly 
over the side boards and not on 
top of flare boards. 


For sizes and weights see page 3. 
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No. 38 Grain Box Sides and No. 10 Platform 


Weir Universal Series No. 39 Stock Rack, No. 38 Grain Sides and 


No. 10 Platform Weir Universal Series 


No. 38 sides are most substantially constructed grain sides. The lower section is 
14 inches deep and upper section 10 inches deep. Steel stakes used throughout and No. 39 Rack is constructed with oak slats and steel stakes with our standard 
sides are interchangeable with any other of the Universal series. raising stock door in rear end. 


For sizes and weights see page 3. For sizes and weights see page 3. 
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No. 41 Stock Rack 
and No. 10 Platform 


Weir Universal Series 


No. 41 Stock rack is built for 
convenience of persons having a 
large amount of stock to haul. It 
is slatted clear down to the plat- 
form giving perfect ventilation. 
Notice the unusually substantial 
steel stakes. The slats are all of 
well seasoned oak the rear end 
gate has sliding hog door. This 
rack can be removed in a few 
minutes and the platform equip- 
ped with any of the Universal 


combinations. 


For sizes and weights see page 3. 
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For sizes and weights see page 3. 


No. 42 Stake Rack and No. 10. Platform 
Weir Universal Series 


No. 42 body makes the ideal equipment for the drayman. Our standard steel 
stakes with heavy braces at the foot are used and are also provided with bolt at bot- 
tom of each stake to secure it rigidly to platform where so desired. The side loading 
gates will swing from either end desired or can be entirely removed by drawing the 
pins at both ends. This is an extremely rigid and durable body and is interchangeable 
with any of the other types shown on preceeding pages. 
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No. 600 Panel Body No. 601 Panel With Inclosed Front 


Our No. 600 enclosed delivery body is most substantially built with oak framing throughout either wood or metal Oar No; 601 45 a fully enclosed vestibule body. Wood,or-meul sides, Doubled Cm eee 
aah ' x 3 oors in rear. Front doors are 
Inside slatted. Built in lengths to suit your chassis. held open by a spring for summer driving or can be entirely removed if desired. A most practical job where it is ad- 


sides. Double doors in rear. 
visable to have both driver and load fully protected. Built in lengths to suit chassis. 
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No. 490 School Bus 


Our No. 490 Bus body is designed and constructed with a view of traversing particularly rough roads and this fact has made it 


extremely popular for school work and cross country bus lines. Only the best kiln dried materials are used in the construction. Oak 

framing throughout, securely ironed and braced. Sash slide down into pockets and are equipped with anti-rattler device. Comfortable N oO. 500 Bus Body 

Entrance door either : No. 500 Bus body is very popular for hotel and depot transportation and also for city and inter-urban bus lines. 

Tt is built of carefully selected materials, hard wood framing throughout, and substantially ironed. Exterior is of 

seca steel neatly paneled. Sash slide down into pockets and are provided with anti-rattlers. Dome light in 

ceiling. Spring cushions and high | b. imitati . pene) 

fecuieh Yess in cany lenwtlt xemiived! ficac - en ig ; zh lazy backs of imitation leather. Standard length nine feet back of the driver’s seat. 
passengers. Entrance door located either side or rear. Operated from driver’s seat if desired. 


spring cushions and high lazy backs. Upholstering of imitation leather of good quality. Dome light in ceiling. 


on side or rear, operated from driver's seat. Where door is in rear steps are either made to fold up or are covered by metal housing. 


Standard lengths eight or nine feet back of the driver’s seat. A nine-foot body seats 15 to 17 adults and 20 to 25 children. We can 
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Interior 


The above cut shows a typical inter- 
jor of No. 490 or No. 500 bus body. 
These are comfortable and built for ser- 
vice. We build all types and sizes of 
bus bodies for all kinds of cars and all 


kinds of service. 


Built to Order 


Special type of bus designed and built for export to Dutch East Indies. We build all kinds of special bodies. 
Consult us in regard to your transportation problems. 
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Interior Soerabaya Bus No. 80 Enclosd Cab 


Interior of special bus shown on op- Made with well seasoned oak framing throughout. 


posite page. Cross seats upholstered in Wood paneled side and back; tilting wind shield; 


genuine leather. Note also window spring cushion and lazy back; spring catches for holding 


shades and signal buttons. doors open. Complete in every detail. 
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NO. 90—OPEN CAB 
Net weight 176 lbs. 


PPC 


These cabs are 
strongly built withoak 
framing throughout; 
thoroughly ironed and 
braced. Are equipped 
with tilting — wind- 
shields and side cur- 
tains if so desired. 
See price list. 


NO. 100—OPEN CAB 
Net weight 174 lbs. 
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No. 200 Enclosd Cab 


This cab is designed for use on trucks that are 
equipped with the gas tank on dash (as in the Reo, for 
instance), requiring a deeper cab than ordinary. Hence 
the extra panel in front of door. Constructed with well 
seasoned and kiln dried oak framing throughout. Wood 
paneled sides and back; tilting wind shield; spring cush- 
ion and lazy back; spring catches for holding doors open. 


A first class cab in every respect. 
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No. 400 Enclosed Cab 


Cab especially adapted to large trucks and jobs where 


extra quality equipment is desired. Built either in slip 
over or full seat, steel sides, sliding sash at sides and 


rear. 


On many t 

it is found diffi- 
cult to enter a cab 
from the left side 
on account. of the 
steering wheei he- 
ing in the way. 
Our design No. 200 
overcomes this dif- 
ficulty _ entirely. 
having the door on 
left hand side set 
at back and hinged 
to open forward. 
giving easy access 
to driver’s seat. 
Same material is 
employed in the 
construction of this 
cab as is uscd in 
our No. 200 cab. 


No. 300 Enclosed Cab 


i build Special Bodies of 
all kinds to meet your re- 
quirements, and will gladly submit 


designs and estimates upon receipt 


of your specifications. 


